	Quality of Monoammoniumphosphate
	 
	Качество Моноаммонийфосфата

	Quality of the Fertilizers should comply with the requirements: 

 

Fraction of total mass of the total phosphates, %  - 52, min. +/-1%.

Fraction of total mass of the total nitrogen, % - 12, min +/-1%.

Fraction of total mass of moisture, % - 1.5, max.

Granulometry:

Fraction of total mass of granules measuring:

· under 1 mm - 3%, max.

· 2 mm to 5 mm - 95%, min.

· over 6 mm – 0%.

Static strength of granules, MPa (kg/cm2) - 3.0 (30), min.

Free flowing.

Free from harmful  substances.
	 
	Качество Удобрений должно соответствовать следующим техническим условиям: 

 

Массовая доля общих фосфатов, % - не менее 52 +/-1%.
Массовая доля общего азота, % - не менее 12 +/-1%.
Массовая доля воды, % - не более 1,5. Гранулометрический состав:

Массовая доля гранул размером:

- менее 1 мм – не более 3%.

- от 2 мм до 5 мм – не менее 95%.

- более 6 мм - 0%

Статическая прочность гранул, Мпа (кг/см2) – не менее 3,0 (30).

Свободно текучий.

Без посторонних примесей.


